NOW, MORE THAN EVER... THE BEST BUY IN TANKS
The Hastings side wall isrolled over 7/8” O.D. steel pipe to enhance strength, rigidity, and life. The smooth
surface and water drain plug make this tank easy to clean. The 4 ply bottom seal locks side walls are 22
gauge galvanized steel. Material is measured in accordance with AISI standards (20 gaugeis .036 min. and
22 gauge is.030 min).
Hastings tanks are guaranteed to be free from defects in workmanship and material.
Tanks are warranted for one year after manufacture date.

Product Number Sizes Available Capacity Weight 22GA
300-120 2'x 2'x 3 Oblong Stock Tank 81 gal. 32#
300-130 2'x 2’x 4 Oblong Stock Tank 107 gal. 444
300-140 2'x 2’x 5 Oblong Stock Tank 137 gal. 544
300-150 2'x 2’x 6 Oblong Stock Tank 167 gal. 644
300-160 2.5 x 2’x 7" Oblong Stock Tank 242 gal. 80#
300-170 2.5 x 2’x 8 Oblong Stock Tank 279 gal. 90#
300-175 3'x 2'x 10' Oblong Stock Tank 420 gdl. 120#
300-180 1.5x 1'x 4 Shalow Oblong Tank 41 gal. 32#
300-190 2'x 1'x 5 Shallow Oblong Tank 68 gal. 40#
300-200 2'x1'x 6 Shallow Oblong Tank 83 gd. A6#
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